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M Environmental Test Chambers

Xenon Test Chamber-SX/6500/H

The Xenon Chamber is a rotary type that meets the requirements of all domestic and foreign test standards.
It adopts a high-power precision water-cooled xenon lamp of 6.5KW, and the exposure area reaches §500cm?

The Xenon light gsource and filter imported from the United States are used to simulate the full spectrum of sunlight more
realistically. The stable light source ensures the comparability and reproducibility of the test data

B Exposure Area Up To 6500cm?

It can expose 63 to B5 standard samples of
150mm=T0mm at a time.

The automatic rotating three-layer drum-shaped
sample rack ensures consistent test conditions for
all exposed samples.
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fr___‘ Chiller Pure water system

M Parameter

Light Source Omne 6.5 KW water-cooled long arc xenon lamp
Lamp life 2000 haurs
Fiter Original ATLAS filter; fully simulstes the indoor or outdoor solar spectrum
Effective Exposure Area | G500 cm? (83 - 65 pieces of standard samples of 150mm=T0mm can be exposed bo the sun o 2 time)
Irradiance Monitaring Point 340nm, 420nm. 300nm - $00nm, 300nm - S00nm

Opedelion Rior Ter peratiie Chamber Temperature~T0°C {dark)

Adjustabla Range
T;;::::E:T:bﬁ:nga BPT: Cramber Temperaiure=110°C; BST: Chamber Temparalune~120°C
Tempearature Fluctuation +i°C
Temperature Liniformity [ =
Temparature Devialion =51°C
Hurmidity Range Light: 10%-T5% Ma light: 10%-85%
Sampla Rotating Spead Arimmin (around the center of the ube)
Water Spray Cycle Spray duration and spray cycle can be set arbérarily
Water Source High purity deionized water, conductivity <2us/cm
Mains Power AC380VE10%, three-phase four-wire 50HZ; maximum current S04, maxdimum power 9 SKW
Pure Water Flow Hummmcam;j&:&;ﬁﬁf;ﬁgyn&;E;:—.{: O.2Lming;
External Dimensions 1220mmi=1200mm=2050mm  {length x width = height]

Filteer Cambinatian rradiance Selting Range (W/im')
Test Condifions Inner Fiter Outer Filter Lamp Power (K\W) 340nm A20nm 300-400nm
Daylight Filler . Type S Bero Type S Borg 25-75 0.25-1.26 0.59-276 29-141
‘Window Glass Filter Type § Boro Soda Lima 25~78 0.23~1.10 0.81~276 28~129
UV Extension Filier Quartz Type S Boro 25-715 0.29~1.50 0.59~279 32~181

B Ordering Information

= SXB500H--Large Xenon Lamp Aging Test Chamber = SX/340-Xenon Lamp Imadiance Calibration Meter (340nm}

* 5X/420--Xenon Lamp Irradiance Calibration Mater (420nm) * 5X/300--Xenon Lamp iradiance Calibration Mater (300nm-400nm)
+ SHESO0HWSD--Pure waler system (SDL%; eplional)

= SXEEA--8.5KW Water-Cooled Long Arc Xenon Lamp (Imporied from the United States)

* SXBS0NCW--Chiller (cooling capacity: BOS0W, water storage capacity: 231, temparature ranga: 6°C-35C)
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