
Preliminary Data Sheet Page 1(2)

F48T12 40W /  UVB-313 /  Bi-Pin

1, Product-No.: F48T12 40W /  UVB-313 /  Bi-Pin

Lamp Design: 40W Full Coat UV Lamp (For Industrial Application)

3. Standards / Regulations I EC 60081, IEC 61228, ANSI C78.1, DIN EN ISO 4892-3

4. Performance Requirements
Spectral range 

(Л = wavelength)
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290 < Л < 400 2965

Л < 290 33 1,1 1,3 5,4

290 < Л < 320 1498 50,5 47,8 65,9

320 < Л < 360 1323 44,6 26,9 43,9

360 < A < 400 111 3,8 1,7 7,2

5. Typical Spectral Distribution

Peak Emission Л : 313 nm ± 2 nm

W L [nm ]
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6. Dimensions (Nominal Values) 
Lamp Length:
Diameter:
Base:

1.2 m 
38 mm 
G13

7. Dimensions (Details) Minimum Maximum
Length Pin -  Pin [mm] - 1213.6
Length Face -  Face [mm] - 1199.4
Length Face -  Pin [mm] 1204.1 1206,5
Bulb Diameter 35.8 40.4

ETCH COLOR: Black

8. Electrical Parameters *
Lamp Power: 39 W  (arc)
Lamp Current: 435 mA
Lamp Voltage: 102 V
Ballast Type: Weltor LXV 40W / 220V 0.43A

9. Packaging
Lamp: According to Working Instruction “Packaging”
Packaging Unit: 25 Pieces per carton

*  R e f e r s  t o  t h e  m e a s u r e m e n t  o f  a  s t a b i l i z e d  l a m p  a t  2 5  c m  d i s t a n c e  w i t h  r a t e d  v o l t a g e  a p p l i e d  t o  t h e  l a m p  b a l l a s t  a c c o r d i n g  t o  N A R V A
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